Produktovy list / 20.11.2025

E290-32-11/230 impulzné
relé

Kéd produktu 2TAZ322000R2013
Typové Cislo E290-32-11/230
Variant 32A, 1 NO + 1 NC, 230V AC/ 110V DC

POPIS

impulzné relé radu E290 je elektromechanické spinacie zariadenie. Jeho
spinanie je riadené impulzmi ovladacieho napatia na cievke. Spinanie relé
bolo optimalizované na dosiahnutie minimalneho hluku.

Menovité napatie: 250 V AC 50/60 Hz
Menovity prad: 32 A

Ovladacie napatie cievky: 230V AC / 110V DC
Kontakty: 1 NO + 1 NC

Sirka v po&te modulov: 1

Pre viac informacii: E290-32-11/230 (abb.com)

Variant

Sy

AL 1R R
Mpw

DALSIE VARIANTY
Kod produktu
16A, 1NO +1
NC, 230VAC/ 2TAZ312000R2013
110V DC
32A, 1 NO,
230V AC/ 110V 2TAZ322000R2011
DC
32A, 2 NO,
230V AC/ 110V 2TAZ322000R2012
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https://new.abb.com/products/cs/2CPX032568R9999/ak612e2
https://new.abb.com/products/2CPX032563R9999/ak612n2
https://new.abb.com/products/cs/2TAZ311000R2011/e297-16-10-230
https://new.abb.com/products/cs/2TAZ312000R2011/e290-16-10-230
https://new.abb.com/products/cs/2TAZ322000R2013/e290-32-11-230

